
E N E R P A C  ·  H Y D R A U L I C  N U T  S P L I T T E R

NSC / NSH SERIES
Single-acting integral & hydraulic nut splitters

Designed to meet the challenges of bolted
pipeline flange joints.
Frozen or corroded nuts. Often nuts are difficult to
remove, while loosening using tightening tools is
possible, it generally requires larger equipment and is
time consuming. The use of cutting torches or
hammers and chisels can cause damage to the joint
components, requires significantly longer setup and
operational time, and can present a potential safety
risk.
Hydraulic nut splitters. Nut splitting with the Enerpac
hydraulic nut splitters is the safest method. It takes
less time and avoids costly damage to joint
components. The head design fitted with heavy-duty
chisels permits the splitting of nuts on a wide variety
of applications. With the two blade models nuts are
split from two sides in one action.

Shown from left to right: NSH1927, NSC1927

½–1⅞ in
B O LT  R A N G E

0.88–2.94 in
H E X AG O N  N U T  R A N G E

12–50 tons
C A PAC I T Y

10,000 psi
M A X .  O P E R AT I N G
P R E S S U R E  ( N S H )

FEATURES

ORDERING NOTES
Maximum allowable hardness to split is HRc-44. Not to
be used on square nuts or stainless steel.

NSC-SERIES WITH INTEGRAL
HAND PUMP
Powered by a built-in hydraulic
hand pump, the NSC-Series are a
ready-to-use tool – no need for
hose, separate hand pump or
couplings.

CARRYING CASE
Nut splitters (up to NSH6575)
come in a carry case for
portability and easy storage.

SAFETY LANYARD FSC-1
Standard safety lanyard with each
nut splitter. Includes steel cable
with carabiners.

NSC-Series with built-in small hand pump – useful
for subsea applications and working at heights
Quick and easy cutting tip replacement
Drop-tested revolving anchor point and safety
lanyard
Revolving composite handle for vibration and shock
isolation

Nut splitters include set of hexagon keys and following
spare parts: cutting tip, tip retention screw, spare
alignment screw
CR400 female half coupler is standard (NSH)
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NSC / NSH SERIES
Single-acting integral & hydraulic nut splitters

NSC NSH

Flange joint dimensions (A/F, W, H, T, S, N) The sharp cutting tip and opposing convex reaction point
encourages more efficient splitting by spreading the nut open
rather than squashing the nut onto the stud. This makes it easier to
rotate the nut for the second cut.

SPECIFICATIONS
Model Nut splitter

type
Bolt range

(in)
Hexagon nut range

A/F (in)
Max. cutting
force (ton)

Oil capacity
(in³)

Weight
(lbs)

Cutting tip service
kit model no.

NSC1927 Integral pump ½ – ⅝ 0.88 – 1.06 12 – 12.8 NSH1927CTK
NSC2432 Integral pump ¾ – ⅞ 1.25 – 1.44 15 – 13.9 NSH2432CTK
NSH1927 Hydraulic ½ – ⅝ 0.88 – 1.06 12 2.8 7.7 NSH1927CTK
NSH2432 Hydraulic ¾ – ⅞ 1.25 – 1.44 15 2.8 8.8 NSH2432CTK
NSH3646 Hydraulic ⅞ – 1⅛ 1.44 – 1.81 20 4.9 15.2 NSH3646CTK
NSH5065 Hydraulic 1¼ – 1⅝ 2.00 – 2.56 36 14.0 24.0 NSH5065CTK
NSH6575 Hydraulic 1⅝ – 1⅞ 2.56 – 2.94 50 20.0 54.0 NSH6575CTK

DIMENSIONS
Model A B C D H

max.
N

min.
S

max. T W
min.

NSC1927 13.8 – 6.0 3.2 0.71 0.33 0.96 1.04 2.11
NSC2432 14.6 – 6.0 3.2 0.98 0.35 1.04 1.26 2.26
NSH1927 10.0 8.3 6.0 3.2 0.71 0.33 0.96 1.04 2.11
NSH2432 10.4 8.7 6.0 3.2 0.98 0.35 1.04 1.26 2.26
NSH3646 11.4 9.4 6.7 3.7 1.34 0.63 1.53 1.73 3.20
NSH5065 14.8 12.7 8.3 7.3 1.77 0.90 1.93 2.05 4.25
NSH6575 15.6 13.6 8.7 7.9 2.15 1.06 2.40 2.56 5.31

All dimensions in inches.
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